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ZAMMA
Autonomous Mobile Robot
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Lift up to 1.2 Tonne

Lifting height reaching 3.0 m

Support minimum aisle width of 4.0 m 

Support both open and close pallet type

TONNESTACKER AMR
COUNTERBALANCED

ZAMMA-S-TS-C12

ZAMMA

Lift up to 2.0 Tonne

Lifting height reaching 2.7 m

Support minimum aisle width of 3.0 m 

Support open pallet type

2.0 
TONNEAMR

STACKER

ZAMMA-S-TS-L20
Lift up to 1.6 Tonne

Lifting height reaching 2.4 m

Support minimum aisle width of 3.0 m 

Support open pallet type

1.6 
TONNEAMR

STACKER

ZAMMA-S-TS-L16

OVERVIEW



AMR Dimension Length : 2192 mm
Width : 1000 mm
Height : 2200 mm

Lifting Height

Stopping Accuracy
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Laser Sensor : ± 50 mm, ±2°
(Natural Feature)

Marker : ± 20 mm, ±2°

Length : 2192 mm
Width : 1000 mm
Height : 2200 mm

2430 m
(Configurable up to 4 m with reduced 
payload)

2770 m
(Configurable up to 3 m with reduced 
payload)

Turning Radius

Navigation System Laser-based Natural Feature Navigation
(with Marker for precision)

Navigation Direction Forward, Reverse, Left, Right

Payload 1600 kg 2000 kg

Aisle Width

Maximum Speed
(without load)

1.6 ms  (6 kmh )

Maximum Gradeability

Running Time 5 h

Charging < 2 h
Manual Charge : Through cable
Auto Charge : Dock charging through charging station

Safety Emergency Switch (2 Unit)
Safety Grade LiDAR (2 Unit)
Obstacle Sensor (1 Unit)

User Interface 7” Capacitive Touchscreen
Physical Button

WiFi Frequency 802.11 ac/a/b/g/n, 2.4GHz / 5GHz Dual-Band WiFi
Open
WPA & WPA2 Personal
WPA & WPA2 Enterprise 

Operating System Standalone (NavWiz)
Fleet Management System (DFleet)

Battery

With Load : 10 %
Without Load : 24 %

With Load : 8 %
Without Load : 24 %

Length : 2626 mm
Width : 1000 mm
Height : 2200 mm

3010 m

1710 mm 1710 mm 1550 mm

1200 kg

3000 mm 3000 mm 4000 mm

With Load : 8 %
Without Load : 24 %

ZAMMA-S-TS-L16 ZAMMA-S-TS-L20 ZAMMA-S-TS-C2

SPECIFICATION

25.6V/208AH Li-ION Battery 25.6V/208AH Li-ION Battery 25.6V/208AH Li-ION Battery
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TECHNICAL DRAWING
ZAMMA-S-TS-L16

TECHNICAL DRAWING
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TECHNICAL DRAWING
ZAMMA-S-TS-L20

TECHNICAL DRAWING
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TECHNICAL DRAWING
ZAMMA-S-TS-C12

TECHNICAL DRAWING
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